
Table 5. Field QC samples for water samples. 

QC Sample Purpose Method Frequency Acceptance 
Criteria/Corrective 
Action* 

Trip Blanks Assess Fill bottles with One in each ice <RL*; if>RL, PI 
(VOCs and contamination reagent water chest with VOA will determine if 
Dissolved Gases during and preserve, and dissolved significant relative 
only) transportation. take to field and gas samples. to sample data. 

returned without 
openmg. 

Equipment Assess Apply only to One per day of <RL; if>RL, PI 
Blanks contamination samples sampling will determine if 

from field collected via significant relative 
equipment, equipment, such to sample data. 
sampling as filtered 
procedures, samples: 
decon Reagent water is 
procedures, filtered and 
sample collected into 
container, bottles and 
preservative, and preserved same 
shipping. as filtered 

samples. 
Field Duplicates Represent One or more One in every 1 0 Report duplicate 

precision of field samples samples, or if data; ifRPD > 30 
sampling, collected <10 samples for results greater 
analysis, and site immediately collected for a than 5 xRL then 
heterogeneity. after original water type affected data will be 

sample. (ground or flagged as needed. 
surface), collect 
a duplicate for 
one sample 

Temperature Measure Water sample One per cooler. Record temperature; 
Blanks temperature of that is condition noted on 

samples in the transported in COC form*** 
cooler. cooler to lab. 

Field Blanks** Assess In the field, One per day of <RL*; if>RL, PI 
contamination reagent water is sampling will determine if 
introduced from collected into significant relative 
sample container sample to sample data. 
with applicable containers with 
preservative preservatives. 

*- Reportmg hm1t or Quantltawn L1m1t 
** -Blank samples will not be collected for isotope measurements, including 0, H, C, and Sr. 
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